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U102 PIN14 : About
22dBm ?

8-3-24. WCDMA BAND2 TX
CONTINOUS TX ON CONDITION

TX POWER DAC:14500 CODE
APPLIED

WCDMA Band2 CH : 9880
RBW : 100KHz
VBW : 100KHz
SPAN : 10MHz

REF LEV. : 10dBm
ATT. : 20dB

Check the Voltage at

C105 = V_BAT ?
Resolder or change

U102, C105

Check L103, L106 :
About 22dBm ?

Resolder or change
L103, L106

YES

NO

NO

YES

YES

CHECK soldered
- CN101, C119, C116, L108

C115, C122, L150, C121,
ANT102

NO

Check component
soldering status OK at

F102

Resolder or change
F102

NO

YES

Check
C151, L123, C152

About 22dBm ?

Resolder or change
C151, L123, C152:

YES

NO

Check the Voltage at

C159 = V_BAT ?
Resolder or change

U103, C159

NO

YES

Check C150
About 0dBm ?

Resolder or change
C150, C154

YES

YES

Check the voltage at
{C163 = VBAT_RF ?}

& {C173, C174, C175 =
V_BAT?}

& {C162, C184 = 2.85V ?}
& {C156, C179 = 2.65V ?}
& {C161, C186 = 1.8V?}

& {C160, C180, C185) = 1.2V?}

Resolder or change
U106

NO

YES

Check the Voltage at

C139 = V_BAT ?
Resolder or change

U104, C139

NO

YES
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Check the freq. at C148
: 26MHz ?

Change or resolder
OSC101

NO

YES

WCDMA band2 Transmitter is O.K? Resolder or change
UCP300

END

NO
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U102 PIN14 : About
22dBm ?

8-3-25. WCDMA BAND8 TX
CONTINOUS TX ON CONDITION

TX POWER DAC:14500 CODE
APPLIED

WCDMA Band2 CH : 3013
RBW : 100KHz
VBW : 100KHz
SPAN : 10MHz

REF LEV. : 10dBm
ATT. : 20dB

Check the Voltage at

C105 = V_BAT ?
Resolder or change

U102, C105

Check L104, L102, L105
About 22dBm ?

Resolder or change
L104, L102, L105

YES

NO

NO

YES

YES

CHECK soldered
- CN101, C119, C116, L108

L1001, C1018, C1019, RFS1000

NO

Check component
soldering status OK at

F105

Resolder or change
F105

NO

YES

Check
C171, L136, C172

About 22dBm ?

Resolder or change
C171, L136, C172

YES

NO

Check the Voltage at

C159 = V_BAT ?
Resolder or change

U103, C159

NO

YES

Check C149
About 0dBm ?

Resolder or change
C149

YES

YES

Check the voltage at
{C163 = VBAT_RF ?}

& {C173, C174, C175 =
V_BAT?}

& {C162, C184 = 2.85V ?}
& {C156, C179 = 2.65V ?}
& {C161, C186 = 1.8V?}

& {C160, C180, C185) = 1.2V?}

Resolder or change
U106

NO

YES

Check the Voltage at

C139 = V_BAT ?
Resolder or change

U104, C139

NO

YES
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Check the freq. at C148
: 26MHz ?

Change or resolder
OSC101

NO

YES

WCDMA band1 Transmitter is O.K? Resolder or change
UCP300

END

NO
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8-3-26. MHL

MHL Does not work

No
Check the LDOs(U1109, U1106)

Yes

Check the voltage of
L1104(1.2V), L1101(3.3V),
L1102(1.2V), L1103(1.8V)

Replace U1104

Yes

END

Yes
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8-3-27. OTG

OTG does not work

Yes

No
Check if HDC505 is well connectedCheck if TP_USB_OTG_EN

goes High

Yes

END

Yes

Check the TR501
OTG_ID = 0V (LOW)

No
Resolder and Replace TR501

Yes

Replace UCP601
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